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WOKING
Unit 19, Woking Business Park, Albert Drive,  
Woking GU21 5JY 
Tel: 01483 747747 • Fax: 01483 747001

BRISTOL   
The Alpha Centre, Armstrong Way, , Great Western  
Business Park, Yate, Bristol BS37 5NG   
Tel: 01454 322555 • Fax: 01454 323555

NORTON CANES   
Unit 15-16, Bellsize Close, Norton Canes,  
Staffordshire WS11 9TQ 
Tel: 01543 450555 • Fax: 01543 450600

www.jointingtech.co.uk

• Easy to form around any section
• Flame retardant Low Smoke PPA coating
• Thick coating - kind to hands / cable
• Simple fastening with nuts, bolts, screws
• Three widths available
• 316 Stainless steel or galvanised carbon

steel

• Flame retardant, Low Smoke PPA coating
• Thick coating kind to hands / cable
• 316 or 201 Type Stainless Steel

BAND-IT All Purpose Band

Metal thickness 0.030 (0.75mm)   Coated thickness 0.050 (1.3mm)

Cat.          Width*                   Length    Weight        Hole Diameter

No. In. mm Ft. M Lbs Kg In mm

Type 316 Stainless Steel (PPA571 Coated)
AE465 1/2 12 33.0 10 1.2 0.6 3/16 5
AE466 3/4 17 33.0 10 2.1 1.0 9/32 7
AE467 1 26 33.0 10 2.9 1.3 5/16 8
AE475 1/2 12 82.5 25 3.1 1.4 3/16 5
AE476 3/4 17 82.5 25 5.3 2.4 9/32 7
AE477 1 26 82.5 25 7.3 3.3 5/16 8
AB465 1/2 12   9.9   3 0.4 0.2 3/16 5
AB466 3/4 17   9.9   3 0.4 0.2 9/32 7

Type 316 Stainless Steel  (Uncoated)
AE405 1/2 12 33.0 10 1.2 0.6 3/16 5
AE406 3/4 17 33.0 10 1.9 0.9 9/32 7
AE407 1 26 33.0 10 2.2 1.0 5/16 8
AE425 1/2 12 82.5 25 3.1 1.4 3/16 5
AE426 3/4 17 82.5 25 4.6 2.1 9/32 7
AE427 1 26 82.5 25 5.5 2.5 5/16 8
AB405 1/2 12   9.9   3 0.4 0.2 3/16 5
AB406 3/4 17   9.9   3 0.4 0.2 9/32 7

Galvanised Carbon Steel  (PPA 571 Coated)
AE565 1/2 12 33.0 10 1.2 0.6 3/16 5
AE566 3/4 17 33.0 10 2.0 0.9 9/32 7
AE567 1 26 33.0 10 4.0 1.8 5/16 8
AE575 1/2 12 82.5 25 3.1 1.4 3/16 5
AE576 3/4 17 82.5 25 5.3 2.4 9/32 7
AE577 1 26 82.5 25 9.9 4.5 5/16 8
AB565 1/2 12 9.90   3 0.4 0.2 3/16 5
AB566 3/4 17 9.90   3 0.4 0.2 9/32 7

Galvanised Carbon Steel  (Uncoated)
AE505 1/2 12 33.0 10 1.2 0.6 3/16 5
AE506 3/4 17 33.0 10 2.0 0.9 9/32 7
AE507 1 26 33.0 10 4.0 1.8 5/16 8
* Width can vary depending on coating thickness

316 Stainless Steel Band Uncoated     Pkg. Qty. 1

Cat.              Width                   Length             Weight
No. In. mm Ft. M Lbs Kg
AE442 1/4    6.35 82.5 25 2.0 0.9
AE443 3/8    9.53 82.5 25 2.6 1.2
AE444 1/2 12.70 82.5 25 3.5 1.6
AE445 5/8 15.88 82.5 25 4.4 2.0
AE446 3/4 19.05 82.5 25 5.3 2.4

Thickness =  0.016” (0.406mm)

Cable Fixing &
Identification

Bantam Tool C075
For application of coated 
band.
See page 14 for details

Clips Uncoated

Type 316 Stainless Steel            Pkg. Qty. 100

Cat.              Width                   Weight
No. In. mm Lbs Kg
AE452 1/4   6.35 0.3 0.1
AE453 3/8   9.53 0.6 0.3
AE454 1/2 12.70 1.0 0.4
AE455 5/8 15.88 1.1 0.5
AE456 3/4 19.05 1.3 0.6

Coated clips are available - price on request

All purpose band

Coated band

316 and 201 Stainless Steel Band PPA 571 Coated  Pkg. Qty. 1

316SS 201SS             Width            Length                Weight
Cat No. Cat No. In. mm Ft. M Lbs Kg
AE432 1/4   6.35 82.5 25 2.0 0.9
AE433 AE933 3/8   9.53 82.5 25 2.6 1.2
AE434 AE934 1/2 12.70 82.5 25 3.5 1.6
AE435 AE935 5/8 15.88 82.5 25 4.4 2.0
AE436 AE936 3/4 19.05 82.5 25 5.3 2.4

Approximate thickness =  0.048” (1.22mm), when coated

316 SS only
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